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“SIDEWALK TO CONSTRUCTION

_ACCESS GATE

SCALE: 1"=50"-0"
CONTOUR INTERVAL = 1 FT

GENERAL NOTES:

1. SITE BENCHMARK "BM HIGH” — A 3—1/4 INCH BRASS CAP
SET IN THE NORTHWEST CORNER OF CONCRETE PAD FOR
ELECTRIC GENERATOR PAD, STAMPED DWD ELEVEVATION
5725.41" NAVD 88, PLS 30832 2011.

2. BMPS INSTALLED DURING INITIAL PLACEMENT OF BMPS
SHALL BE LEFT IN PLACE FOR INTERIM CONDITION.

3. SEE CONSTRUCTION PLANS FOR PERMANENT DRAINAGE
FACILITIES.

4. EARTHWORK SUMMARY (APPROXIMATE):

EXCAVATION = 44,000 CUBIC YARDS
FILL = 59,000 CUBIC YARDS
NET = 15,000 CUBIC YARDS

NET FILL MATERIAL SHALL INCLUDE IMPORTED FILL AND

CRUSHED /RECYCLED CONCRETE FROM THE SITE.
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5. DRAINAGE SWALE AND CHECK DAMS TO BE COMPLETED IN
THIS AREA WHEN TANK ACCESS RAMP IS REMOVED.

6. AREA AROUND PROPOSED INLETS AND CULVERTS TO SERVE
AS SEDIMENT TRAPS DURING GRADING OPERATIONS. GRADE
AROUND PROPOSED INLETS TO BE LEFT ONE FOOT BELOW
PROPOSED INLET GRATE ELEVATIONS UNTIL JUST PRIOR TO
FINAL SEEDING AND MULCHING OR LANDSCAPING IS
INSTALLED.

7. SEE DRAWING C—25 FOR OFF—SITE GESC PLAN TO THE
NORTHEAST OF THE PROPERTY.
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DENVER WATER

1600 West 12th Avenue
Denver, Colorado 80204
Phone (303)628-6000
Fax (303)628-6851
www.denverwater.org

CONSULTANT

1697 COLE BLVD, SUITE 200
GOLDEN, CO 80401
PHONE: (303) 239-5400
FAX: (303) 239-5454

HIGHLANDS
RESERVOIR AND
PUMP STATION

REPLACEMENT OF BASINS
NOS 1 AND 2

REFERENCE.:
CAPITAL PROJECTS
CONSTRUCTION STANDARDS 2011

www.denverwater.org
/DoingBusinesswithUs /EngineeringOverview /CPCS
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